Acorn: Developing full-chain industrial carbon capture and storage in a resource- and infrastructure-rich hydrocarbon province by Alcalde, Juan et al.
PDF hosted at the Radboud Repository of the Radboud University
Nijmegen
 
 
 
 
The following full text is a publisher's version.
 
 
For additional information about this publication click this link.
http://hdl.handle.net/2066/205817
 
 
 
Please be advised that this information was generated on 2020-09-09 and may be subject to
change.
Acorn: Developing full-chain industrial carbon capture and storage in
a resource- and infrastructure-rich hydrocarbon province
Juan Alcalde a, b, *, Niklas Heinemann c, Leslie Mabon d, Richard H. Worden e,
Heleen de Coninck f, Hazel Robertson g, Marko Maver h, Saeed Ghanbari i,
Floris Swennenhuis f, Indira Mann j, Tiana Walker g, Sam Gomersal g, Clare E. Bond a,
Michael J. Allen e, R. Stuart Haszeldine c, Alan James g, Eric J. Mackay i,
Peter A. Brownsort j, Daniel R. Faulkner e, Steve Murphy g
a Department of Geology and Petroleum Geology, University of Aberdeen, Aberdeen, AB24 3FX, UK
b Institute of Earth Sciences Jaume Almera ICTJA-CSIC, C/ Lluís Sole I Sabarís s/n, 08028, Barcelona, Spain
c School of Geosciences, University of Edinburgh, Grant Institute, West Main Road, Edinburgh, EH9 3JW, UK
d School of Applied Social Studies, Robert Gordon University, Garthdee Road, Aberdeen AB10 7QG, UK
e Department of Earth, Ocean and Ecological Sciences, University of Liverpool, 4 Brownlow Street, Liverpool, L69 3GP, UK
f Department of Environmental Science, Institute for Water and Wetland Research, Faculty of Science, Radboud University, Heyendaalseweg 135, 6525, AJ
Nijmegen, the Netherlands
g Pale Blue Dot Energy, Bratherns Eco-Business Park, Banchory, AB 31 4BW, UK
h Bellona Europa, Rue d'Egmont 15, 1000, Brussels, Belgium
i Institute of Petroleum Engineering, Heriot-Watt University, Riccarton, Edinburgh, EH14 4AS, UK
j Scottish Carbon Capture & Storage, School of GeoSciences, University of Edinburgh, Edinburgh Centre for Carbon Innovation, High School Yards, Infirmary
Street, Edinburgh, EH1 1LZ, UK
a r t i c l e i n f o
Article history:
Received 5 March 2019
Received in revised form
7 May 2019
Accepted 9 June 2019
Available online 13 June 2019
Handling editor: Vladimir Strezov
Keywords:
Carbon capture and storage
Infrastructure re-use
Stakeholder engagement
Just transition
Full-chain CCS
Cost-reduction
a b s t r a c t
Research to date has identified cost and lack of support from stakeholders as two key barriers to the
development of a carbon dioxide capture and storage (CCS) industry that is capable of effectively miti-
gating climate change. This paper responds to these challenges through systematic evaluation of the
research and development process for the Acorn CCS project, a project designed to develop a scalable,
full-chain CCS project on the north-east coast of the UK. Through assessment of Acorn's publicly-
available outputs, we identify strategies which may help to enhance the viability of early-stage CCS
projects. Initial capital costs can be minimised by infrastructure re-use, particularly pipelines, and by re-
use of data describing the subsurface acquired during oil and gas exploration activity. Also, development
of the project in separate stages of activity (e.g. different phases of infrastructure re-use and investment
into new infrastructure) enables cost reduction for future build-out phases. Additionally, engagement of
regional-level policy makers may help to build stakeholder support by situating CCS within regional
decarbonisation narratives. We argue that these insights may be translated to general objectives for any
CCS project sharing similar characteristics such as legacy infrastructure, industrial clusters and an
involved stakeholder-base that is engaged with the fossil fuel industry.
© 2019 The Authors. Published by Elsevier Ltd. This is an open access article under the CC BY license
(http://creativecommons.org/licenses/by/4.0/).
1. Introduction
The 2015 Paris Agreement urged the world to reduce anthro-
pogenic CO2 emissions to hold the global mean temperature rise
less than 2 C above pre-industrial levels, and to pursue efforts to
limit the temperature increase to 1.5 C (United Nations, 2015; IPCC,
2018). There is a growing body of research arguing that this goal
cannot be achieved without the capture of CO2 from fossil fuel-fired
power stations and industrial sources and its subsequent storage in
the subsurface (CCS) (Haszeldine et al., 2018; Alcalde et al., 2018a).
CCS may have an important role in balancing power generation
with climate imperatives, and it arguably represents the only
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pathway to balance decarbonisation for industrial applications
with continued production, such as steel manufacturing, cement
works and petrochemicals (Wennersten et al., 2015; IPCC, 2018).
Moreover, other technologies which may be required to achieve
more drastic forms of mitigation e such as geological storage of
hydrogen and direct air capture e rely on components of the CCS
‘chain’ to realise (Sanz-Perez et al., 2016; Heinemann et al., 2018a;
Mandova et al., 2019).
Given the urgency with which climate mitigation action is
required and the risk of ‘overshooting’ the targets set under inter-
national agreements, there is hence an argument that continued
CCS research and development is necessary in addition to rapid
deployment of renewable energy technologies (Mabon and
Shackley, 2015). Nevertheless, there are only a small number of
projects in operation globally with the sole purpose of storing CO2
in the subsurface (Bui et al., 2018; Global CCS Institute -
www.globalccsinstitute.com), with others using injection of
captured CO2 as an agent for Enhanced Oil Recovery (CO2-EOR)
(Worden and Smith, 2004; Damiani et al., 2012).
Research to date has identified two key barriers to wider CCS
deployment. First is the total cost of CCS projects, both capital and
operational. Investments into dedicated CO2 storage projects are
economically challenging (Wennersten et al., 2015; Bui et al., 2018;
IPCC, 2018), especially if upfront and operational costs cannot be
mitigated with revenues from enhanced hydrocarbon production
in the way they are for CO2-EOR projects (Alvarado and Manrique,
2010). Second is the lack of support from (or at least the tolerance
of) stakeholders (e.g. De Coninck et al., 2009; Stigson et al., 2012;
Chaudhry et al., 2013). Especially significant here is the lack of
support from political and societal opinion-shapers such as envi-
ronmental NGOs, who may view CCS as being associated with (and
perpetuating) the negative social and environmental effects of the
fossil fuel industry (Mabon and Littlecott, 2016).
The purpose of this paper is therefore to clarify pathways to
wider CCS deployment, by offering insights into how the dual
challenges of cost and stakeholder support may bemanaged. This is
achieved through evaluation of the development process for a new,
real-world CCS project e the Acorn project in north-east Scotland.
We identify and assess four broad areas that have helped Acorn to
progress towards deployment despite a challenging global context:
infrastructure re-use; storage development plan design; low-
carbon build-out; and the framing of CCS within a just transition.
We conclude that based on the Acorn experience, (a) an emphasis
on utilisation of existing infrastructure; (b) the production of a
development plan across the whole CCS chain; and (c) the leader-
ship of national and regional government in creating a compelling
financial and societal case for CCS may aid CCS expansion globally.
2. Case study region and project
The North Sea region may be considered a valuable learning site
for the development of a CCS industry. It has (1) coastal industrial
sites that generate significant localised CO2 emissions, with large-
scale CO2 capture potential, (2) existing infrastructure, including
gas pipelines, that can be re-used for CO2 transport, thus reducing
the initial capital cost of, and timescales to, development, and (3) an
abundance of geologically-characterised potential storage sites. Oil
and gas reservoirs in the UK continental shelf have a proven
capability to retain buoyant fluids over geological timescales, and
extensive subsurface data have been acquired in the last five de-
cades that can be used to further inform CCS projects. The broader
North Sea region also has over twenty years of CCS-related history,
although only one CCS project is currently in operation: Sleipner, in
the Norwegian North Sea, which started injection in 1996 in
response to a Norwegian carbon tax (Eiken et al., 2011).
Nevertheless, the North Sea Basin hence represents a logical focus
for CCS developments (e.g. Stewart et al., 2014; Bentham et al.,
2014), and multiple areas of the UK North Sea have been
appraised for CO2 storage over the past decade (e.g. Heinemann
et al., 2012; Spence et al., 2014; Akhurst et al., 2015).
The aim of the Acorn project is to design and implement a full-
chain CCS system at minimum capital cost of capture, transport and
storage by the early 2020s in the Central North Sea Basin (Fig. 1).
The initial stage of the Acorn project, with CO2 capture and storage
from the St Fergus Gas Terminal, north of Aberdeen (UK), has been
designed around a small, industrial-scale site, but the project has
been designed to have the potential to be expanded and become an
import hub for incremental development of a large-scale regional
CCS network. The project is centred on St Fergus, which could be
developed into a larger CCS hub in subsequent investment stages.
St Fergus is connected to a series of offshore hydrocarbon fields via
three pipelines, and is also connected to Peterhead Harbour
through which CO2 could also be imported via tankers. Addition-
ally, St Fergus is connected to the Grangemouth industrial complex
in central Scotland, a large point source of industrial CO2, via a
redundant UK National Grid gas pipeline, thus offering a potential
additional source of CO2 for future stages (Brownsort et al., 2016).
Two geological storage sites, a primary and a reserve site, have been
investigated in detail to establish a full chain scenario. Both
geological storage sites are located in the vicinity of three gas
pipelines that connect current natural gas producing reservoirs to
the mainland at St Fergus. These two geological sites are well
characterised due to decades of hydrocarbon exploration and pro-
duction, and offer storage capacities large enough (>50Mt CO2) to
provide for the planned initial operations and to provide for further
build-out options proposed by Acorn.
The development stages of Acorn have sought to surmount the
challenges raised in Section 1, through a focus on building knowl-
edge and capacity in a number of areas. These include (a) producing
a costed technical development plan for a full-chain CCS hub based
Fig. 1. The Acorn project setting in the North Sea offshore Scotland. The two potential
CO2 storage sites are shown in pink (Acorn CO2 storage site) and in light blue (East Mey
storage site). The main re-usable infrastructure is also shown, including the three
pipelines which could be re-used for CO2 transport (Miller Gas System Pipeline in
green; Atlantic Pipeline in blue and Goldeneye Pipeline in orange), the St Fergus gas
terminal and Peterhead Harbour.
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on emissions from the St Fergus Gas Terminal and storage in North
Sea reservoirs; (b) identifying technical options to increase effi-
ciency of the selected storage site through geomechanical experi-
mentation and dynamic CO2 flow modelling; (c) investigating
available infrastructure re-use options to reduce capital expense;
(d) exploring build-out options, including interconnections to the
nearby Peterhead Port and to other large sources of CO2 emissions
in the UK; (e) identifying other potential locations for CCS hubs
around the North Sea regions for future collaboration and/or
knowledge-sharing; and (f) investigating framing andmessaging to
position CCSwithin rising awareness of the need for just transitions
for workforces in carbon-intensive regions. An outline of these
objectives and their interrelations is shown in Fig. 2.
3. Method
This paper is based on synthesis of publicly-available outputs
from the first phase of the Acorn project e specifically, the phase
moving the project from proof-of-concept through to design
studies, funded through the European Union's ERA-NET Acceler-
ating CCS Technologies (ACT) programme. As a case study for the
management of CCS research, development and deployment, the
ACT Acorn project is valuable and significant for two reasons.
Firstly, as this phase of this project is supported through public
funds, the majority of underpinning research is publicly available
and hence open to external scrutiny (see https://actacorn.eu/).
Secondly, unlike other large research-driven CCS initiatives where
outputs are publicly available (e.g. ECO2, www.eco2-project.eu;
SiteChar, Neele et al., 2013 - www.sitechar-co2.eu), the underpin-
ning studies within Acorn are done with the explicit intention of
moving CCS towards commercial deployment. ACT Acorn hence
represents a valuable opportunity to understand what can be
learned from the research and development stages of a commer-
cially focused CCS project.
To assess the extent to which insights from the ACT Acorn
outputs may progress the state-of-the-art or carry applicability
beyond the context of one specific project, evaluation of the ACT
Acorn findings was supplemented with a review of current schol-
arly and industrial literature on CCS. The aim of this review was to
understand where practices carried out within ACT Acorn may
differ to those utilised elsewhere, and also to identify where actions
undertaken within the research and development phase of Acorn
could be improved in future deployment.
Through this synthesis and evaluation work, four broad themes
of learning were identified within ACTAcorn: infrastructure re-use;
storage development plan design; low-carbon build-out; and the
framing of CCS within a just transition. Each of these is now eval-
uated in turn.
4. Infrastructure re-use
The first area of learning from ACT Acornwhich may have wider
CCS applicability is that of infrastructure re-use. As oil and gas fields
come to the end of their economic lifetimes and infrastructure is no
longer required for its original use, they are planned for decom-
missioning and removal. However, decommissioning is expensive
and developing new infrastructure for CO2 storage projects is also
capital-intensive. The idea proposed by Acorn is that existing
infrastructure should be re-purposed for transport and storage of
CO2. The selective re-use of legacy assets, such as topsides (oil and
gas production platforms), wells and pipelines, can offer significant
cost savings and this represents an efficient approach to facilitate
wider CCS deployment (ZEP, 2011; Gross, 2015; CCC, 2018).
Research by the ACT Acorn project team showed that the retention
and re-use of pipelines, and, to a lesser extent, other existing
infrastructure such as platforms and wells, could significantly
decrease the cost of CCS projects, particularly if that infrastructure
is otherwise ready for decommissioning (ACTAcorn Project, 2018a).
Premature decommissioning of pipeline infrastructure could in-
crease the cost of CCS for Europe and kill-off an opportunity to kick-
start an industry by increasing the project's cost by over V600
million1 (Pale Blue Dot Energy and Axis Well Technology, 2016).
There is nowa risk that much of this useful infrastructurewill be
decommissioned (Ahiaga-Dagbui et al., 2017), precluding the
lowest cost option for the development of CCS in this area, and
perhaps indeed preventing any CO2 transport and storage de-
velopments at all. Building new pipelines would increase the initial
hurdle for CCS development and deployment in Europe by adding
the capital cost of their replacement to the overall budget. It is
therefore essential to highlight the importance of early engagement
to discuss the re-usability of cost-reducing infrastructure that is
already in place. We now discuss in more depth re-use opportu-
nities and challenges across three areas: pipelines, platforms, and
wells.
4.1. Pipeline re-use
If the decommissioning of pipelines is deferred, the operational
costs of monitoring and maintenance are estimated to be relatively
Fig. 2. Key elements employed to address the objectives of cost reduction and (political, societal and stakeholder) project support, deemed critical for the development of a
successful CCS project.
1 All cost figures in 2018 euros.
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low compared to the cost of building and installing a new pipeline
(DECC, 2012). However, the cost of re-use is strongly dependent on
the length and physical condition of the pipeline after decades of
hydrocarbon transport. The monitoring and maintenance costs
depend on the length and condition of each pipeline. Re-purposing
an existing pipeline generally includes various commissioning-type
duties, such as drying the pipeline or running an intelligent pig
(Coramik and Ege, 2017). The age, condition and pressure-rating of
the pipeline are key factors in assessing the suitability of the
pipeline. Older pipelines, or those that have experienced harsh
production environments, may have problems with corrosion or
other integrity concerns. Therefore, the potential for re-use of any
pipeline depends both on technical and practical factors, such as
proximity to a geological storage reservoir, estimated condition,
legal- and permitting-requirements and liability arrangements.
The re-use cost profile must be assessed on a case-by-case basis.
In the UK North Sea area, as in many other mature hydrocarbon
areas, several suitable pipelines exist. Three of them, the Atlantic
pipeline, the Goldeneye pipeline, and the Miller Gas System (MGS)
pipeline, can be re-used to transport CO2 from St Fergus to the
Acorn storage site. Additionally, the MGS pipeline offers the op-
portunity for expansion of the CO2 infrastructure into the Norwe-
gian Continental Shelf. All three pipelines have been preserved in-
situ under the Interim Pipeline Regime (DECC, 2018a) and are
currently awaiting decommissioning. As an example of cost
reduction, re-use of the Atlantic pipeline in the Acorn CCS project
could have a capital cost of V38 million, whereas the cost of
building a new pipeline could be over V110 million (Pale Blue Dot
Energy and Axis Well Technology, 2016; based on values from
ZEP, 2011, and Benton, 2015).
4.2. Platform re-use
Offshore oil and gas production platforms can also be re-
purposed for CO2 injection, but there are significant technical,
commercial and regulatory factors that need to be assessed on a
case-by-case basis (Ahiaga-Dagbui et al., 2017). The main issues
with re-purposing platforms and their topsides for CO2 injection
are the capital and operating costs (ACT Acorn, 2018a). Large
complex oil and gas production facilities may require large-scale
and costly modifications in order to be adapted to CO2 injection
operations. These modifications may include the removal of any
unwanted facilities and the addition of CO2 processing and injec-
tion facilities, such as filters, heaters, monitoring facilities etc (e.g.
Spence et al., 2014). A full refurbishment of health and safety sys-
tems such as flares and vents may also be required. Issues such as
the continuing structural integrity of the jacket, on which the
platform is based, or limited space on the platform, may also have
implications on the economics of re-use. Additionally, there may be
regulatory uncertainties, related to the granting of new permits,
and on the question of liabilities from previous asset owners if
ownership changes evolving from oil and gas production to CO2
injection. For example, Jansen et al. (2011) calculated that the
capital and operating costs for re-purposing a Southern North Sea
gas platform, with four wells, was estimated to be V3m/well and
V2m/well/year respectively, whereas costs for building and oper-
ating a new platform could reach V40m/well and V1.5m/well/
year. In summary, economic issues may result in a new platform, or
a subsea solution, being more cost effective than re-use of pro-
duction facilities.
4.3. Well re-use
The basis for the design of an oil or gas production well is
different from that of a CO2 injection well (Bai et al., 2015).
Therefore, although redundant oil and gas production wells could
be repurposed for CO2 injection, new wells are most likely to be
required for CCS given the technical difficulties, risks and economic
realities. Well design, in this respect, refers to the operating criteria
which would make various elements of the well, such as existing
wellhead, casing strings and downhole equipment, unlikely to be
suitable for CO2 injection. Those wells that may be considered
suitable might carry a degree of risk and compromise, which, given
the potential consequences, may not be considered acceptable. In
addition, the condition of redundant wells is often uncertain and
would require considerable assessment and/or remedial interven-
tion to enable re-use, which could lead to a significant cost. The cost
of re-using a well would include costs for assessment of the
integrity of the wellbore, its casing and the downhole completion
infrastructure, as well as some remedial and conversion work. For
all these issues, well re-use is not considered suitable for the Acorn
storage project, in spite of the potential cost savings of their use
(ACT Acorn, 2018a).
5. Storage development plan design
Similar to well-established field development plans utilised in
the oil and gas industries, the storage development plan (SDP) lies
at the heart of the planning process of a CCS project. The SDP
contains, or is the product of, a summary of results and conclusions
of all the geotechnical, engineering and scientific work required.
Acorn represented one of the first times a storage development
planwas developed for the UK Continental Shelf, and was designed
to address the following questions:
5.1. Storage resource and injectivity - how much CO2 can the site
hold for a given development scenario? How easily can the CO2 be
injected?
These questions ultimately refer to the determination of the
quality and suitability of the reservoir for CO2 geological storage. To
address these questions, geological characterisation followed by
dynamic modelling of the site must be undertaken (Fig. 3). The
geological characterisation includes collation and interpretation of
geological, petrophysical and geophysical data such as seismic data,
wireline data and drilling information. As the foundation for all
future technical work, geological characterisation is of paramount
importance. The geology of the selected storage site must undergo
a detailed investigation using all available subsurface data. The
main tasks involve: seismic interpretation to understand the
structure of the reservoir; a geomechanical analysis to determine
rock strength and the stress field; a reservoir quality investigation
of the reservoir formations to understand rock properties and
reservoir heterogeneity; and well test and pressure data interpre-
tation to understand reservoir conductivity and pressure response
during CO2 injection. The main outcome of these analyses is a static
reservoir model of the subsurface formations which will subse-
quently be used to run numerical simulation of CO2 injection and
storage. In the ACT Acorn project, the geological characterisation
was conducted for the two target reservoir sites, the primary Acorn
storage site and the East Mey site. The Acorn storage site was
already studied to a pre-FEED level in the Energy Technologies
Institute's Strategic UK CO2 Storage Appraisal Project (Pale Blue Dot
Energy and Axis Well Technology, 2016), and includes the Gold-
eneye depleted gas field, which was already appraised for CCS as
part of the Peterhead-Goldeneye project (Tucker and Tinios, 2017).
It is therefore a well known and very suitable storage site (ACT
Acorn, 2018b). The East Mey site was characterised both as a
reserve and an expansion option, to accommodate storage build-
out opportunity (ACT Acorn, 2018c). The East Mey storage site
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also provides a low-cost, flexible and scalable storage option, and
could be used as a potential backup of the Acorn site if required.
The dynamic modelling stage follows directly from the geolog-
ical characterisation and is key to an optimum understanding of the
storage characteristics of the site selected. Themain objective of the
dynamic model is the numerical simulation of CO2 injection and
storage employing the static reservoir model developed in the
previous stage. These dynamic simulations are critical to the
identification of the most suitable injection locations and to
forward-predict the individual injection performance for each well.
This approach allows strategies to be developed to improve storage
efficiency and security, and to estimate storage efficiency for indi-
vidual injection strategies. The dynamic models also deliver pre-
dictions about the long-term fate of the injected CO2 as a function
of the different injection strategies considered. The injection
modelling scenarios were designed to address the real-world CO2
supply options for the Acorn storage project (ACT Acorn, 2018d).
5.2. Containment - how do we build confidence that the CO2 will be
safely contained?
This question considers the full technical risk exposure of the
project and includes consideration of several scenarios where it
may not be possible to inject, store or contain the planned CO2
injection inventory. Evaluation of the leakage risk is an integral part
of every SDP and includes evaluation of the technical solutions
already in place and raises awareness for previously un-anticipated
risks. Geological characterisation involves interpretation of the
overburden in order to characterise site integrity and identify any
possible leakage pathways, as well as opportunities for secondary
containment, fault seal analysis of relevant faults, and provide a
detailed investigation of the abandoned wells in the area. Aban-
doned wells are a particular source of concern, especially in mature
hydrocarbon regions.
The ACT Acorn team conducted risk assessments on the two
target storage sites, employing the “bow-tie” approach. This
approach defines the leakage threats that may trigger leakage (e.g.
the presence of a leaky abandoned well or an undetected open
fault) as the top event, which can, once occurred, lead to
consequences (e.g. leakage to an overlying reservoir). Several
leakage scenarios were defined to account for all potential leakage
threads and the impacts associated (Heinemann et al., 2018b). A
notable outcome from ACT Acorn in this regard was that in a region
with a long oil and gas production history like the North Sea, there
are hundreds of vintage exploration and production wells, aban-
doned under different regulations and employing techniques and
materials not necessarily suitable for CO2 storage (Pale Blue Dot
Energy and Axis Well Technology, 2016). In such areas, leakage
across geological formations or structures is generally less likely
than leakage along wells. Abandoned wells are the main source of
concern for leakage in mature hydrocarbon regions (Alcalde et al.,
2018a), and particularly if they were abandoned under inade-
quate regulations. The potentially leaky wells have to be either
remediated to improve their integrity, or taken into account to
design an injection strategy, so that the CO2 plume avoids these
wells in its underground migration. As such, whilst CCS operations
in an area with current oil and gas operations may yield infra-
structure re-use benefits, ACT Acorn illustrates this must be offset
against careful assessment of the status of abandoned wells, which
may have penetrated the subsurface storage domain, to ensure
long-term CO2 storage security is not compromised.
The risk of leakage is defined as the combination of the prob-
ability of a leakage scenario occurring and the severity of the
possible loss of CO2. All potential scenarios which could lead to
leakage, and the technical aspects which could mitigate the sce-
narios to occur, must be evaluated. Additionally, remediation
methods, which will decrease the severity of any leakage of CO2,
need to be assessed and their impact quantified (Govindan et al.,
2018). These aspects, in combination with the information ob-
tained from the geological characterisation of the storage site,
allow the design of effective programs for reliable Monitoring,
Measuring and Verification (MMV) of the storage. The MMV pro-
gram for the Acorn storage site can be found in ACT Acorn (2018b),
but it will need to be reassessed and adapted to new information
as the project develops. The MMV program for the international
experiences in monitoring of CO2 storage sites (e.g. In Salah in
Algeria, Eiken et al., 2011; or Weyburn in Canada, White, 2009) are
valuable sources of information for the design of MMV protocols.
It is also recommended that there is a formal summary made of
the lessons learned and recommendations of the risk analysis
from previous CCS projects (e.g. Weyburn, In Salah, Sleipner, etc.)
to update the ongoing project and to establish a knowledge
transfer for the benefit of future CCS projects. Risk analyses of CCS
projects should be made fully public so that regulators, and the
general public, can study them, and to allow independent, external
evaluation.
5.3. Development plan and cost - how will we develop the site and
how much will it cost?
The design of injection wells is important for a storage project
because this type of well constitutes one of the greatest up-front
investments, especially when operating offshore. A well-
performance model, which takes into account the various supply
and injection scenarios, will inform what tubing sizes are appro-
priate. The Acorn CCS project proposes a dual-completion well-
design to mitigate the negative effects of CO2 phase changes within
the injection well due to the expected large range of amounts of
CO2 supply (which will affect the downhole pressure regime) at the
initial stage of the project (ACT Acorn, 2018b). For the characteris-
tics of the Acorn storage site, a subsea injection well designed to
handle a range of injection rates would require lower capital cost
than a platformwell, and therefore it is the preferred option. Due to
the degree of compaction of the reservoir and the expected
Fig. 3. Workflow required for achieving the CO2 storage resource and injectivity
characterisation of the target storage site.
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pressure changes, sand screens (Ibukun et al., 2015) will be
employed to reduce the risk of sand mobilisation towards the
injection.
In the initial Acorn site, the capital investment required to build
and condition the site (including the pipelines, umbilical, subsea
infrastructure and well drilling) is estimated to be V170 million
(including V47 million contingency) (ACT Acorn, 2018b). The in-
jection operations (i.e. CO2 transport, subsea procedures and
monitoring) are estimated to amount over V4.5 million yr1
(including V1.4 contingency yr1).
6. Low-carbon build-out options and full-chain development
planning
The third area of learning concerns low-carbon build-out and
full-chain development planning. That is, potential for developing a
larger low-carbon network on the basis of storage infrastructure
established through a project such as Acorn. CO2 transport and
storage infrastructure can be shared between multiple capture
projects, to maximise value, simplify investment decisions, share
operating costs and so reduce development costs.
6.1. Low-carbon build-out options
For early-stage projects, the demonstration of potential build-
out to enable wider decarbonisation is an important aspect of a
project's business case as it could make the project more attractive
for investors and shareholders. If build-out options to expand the
initial stages of the project do not exist, then further investment
into the project is compromised; this may reduce the interest of
potential investors. Using this phased approach, CCS can then
support decarbonisation of multiple sectors including industry,
heat, hydrogen and power generation.
In the ACT Acorn project, identified build-out options include:
hydrogen production fromnatural gas, CO2 import by ships through
Peterhead Port, CO2 transport from Central Scotland by pipeline,
the potential for utilisation of CO2, and capture of CO2 emissions
from biomass to achieve ‘negative emissions’ (ACT Acorn, 2018e).
The potential to connect with hydrogen production from natural
gas appears especially significant for Acorn, given that the pro-
duction of hydrogen from natural gas by advanced steam methane
reforming techniques (ASMR) results in pure CO2 as a by-product.
CCS can hence be applied in a cost-effective way to reduce the
CO2 emissions in the production of a clean fuel. As ~50% of energy in
the UK is dedicated to heating, mainly in the domestic and service
sectors (DECC, 2018b; Heinemann et al., 2018a), scale-up of this
business would enable hydrogen to be stored and subsequently
used as fuel in some industries; together with the necessary tech-
nical adjustments and political and social consensus, it could also
be employed as a partial or full replacement of natural gas in the
national gas grid (e.g. Brandon and Kurban, 2017). In the case of
Acorn, there is potential to use the Acorn CCS system for the
transport and storage of CO2, and to link to the vast storage resource
of the Central North Sea (ACT Acorn, 2018e).
Shipping of industrial waste CO2 provides potential for decar-
bonisation of regions or countries that are far removed from suit-
able subsurface storage sites. Since the most suitable offshore
storage sites in Europe are located in the North Sea, transporting
the CO2 frommainland Europe to the St Fergus hubwould allow for
wider regional emissions reduction. ACT Acorn showed that
Peterhead's deep-water port, only a few kilometres from St Fergus,
could become a CO2-shipping hub that collects CO2 and, with a
short new onshore connection pipeline, utilises re-used pipeline
infrastructure for onward transport and storage offshore (ACT
Acorn, 2018e). A visionary build-out option is the connection of
technologies for ‘negative emissions’, or carbon dioxide removal
(CDR) from the atmosphere, with the Acorn CCS project. Biomass
with CCS, direct air capture and other CDR technologies can make
an important contribution to climate change targets (IPCC, 2018),
and Scotland has a great potential for their implementation
(Alcalde et al., 2018b). Whilst not explicitly considered within ACT
Acorn, research and development of CO2 storage capability through
initiatives such as Acorn can create the knowledge to facilitate
deployment of such CDR technologies if required.
6.2. Full-chain development plan design
A full chain development plan (FCDP) for a CCS project examines
all of the elements required to capture, transport and store CO2 and
sets out to document the development of different scenarios and
stages of the project. To simplify investment decisions, Acorn's
FCDP has been developed as a phased project. To kick-start the
project, a catalyst phase is proposed during which CO2 will be
captured at a secure and reliable source, transported and perma-
nently stored in a geological storage site. During this phase, infra-
structure that is capable of handling much greater volumes of CO2
is secured and commissioned to support the next phase. Later on,
additional infrastructure, such as additional wells or pipelines
might be required. Subsequent phases could expand the sources of
CO2 and increase utilisation of the offshore infrastructure. Low-
carbon build-out options, specifically designed for the project,
will be accessed at this stage. Within ACT Acorn, full-chain devel-
opment is realised by situating the project within the European
Project of Common Interest (PCI) framework. Acorn is the first CCS
Project to be awarded funding under the Connecting Europe Facility
(CEF). The St Fergus site incorporates four gas-receiving terminals
(Brownsort et al., 2016): SEGAL, operated by Shell (~330 kT/yr), the
Scottish Area Gas Evacuation (SAGE) Terminal (operated by Ancala,
~130 kT/yr), the National Grid Plant (~60 kT/yr) and the North Sea
Midstream Partners (NSMP) Terminal (operated by PX Limited,
~50 kT/yr). However, these approximately 570 kT/yr of CO2 are raw
emissions, and the capture potential is around 65% on average
(Brownsort et al., 2016).
For Acorn Phase 1 (Fig. 4), new facilities need to be installed to
capture ~200 kT/yr from one of these terminals, assuming that the
flue gas emissions come from a mixture of power turbines and
heaters. Further stages of development involve the base case plus
other potential buildout scenarios: Phase 2 involves CO2 captured
from hydrogen generation and transport via Peterhead Harbour
(from shipping), with 64MT of CO2 captured, and a maximum in-
jection of 2.7MT yr1. Phase 3 includes a great increase in CO2
Fig. 4. Three different storage phases for the Acorn project based on CO2 supply and
the potential build-out options available. Phase 1 in pink, Phase 2 in green and Phase 3
in blue.
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supply up to 5MT yr-1, imported from Grangemouth via the Feeder
10 pipeline to St Fergus (Fig.1), and injection via four injection sites,
with 152MT of CO2 stored. Through re-use of infrastructure and
investments into new infrastructure, such as a newly-drilled, dual-
completion, subsea injection well and a new 8 km pipeline to
connect the Atlantic pipeline to the Acorn storage site, Phase 1 of
the FCDP will allow the transport and injection of between
100,000 T and 2MT of CO2 per year (ACT Acorn, 2018d). However,
the possible re-use of the redundant 78 km, 16” Atlantic gas pipe-
line, with a capacity to transport of up to 5e6MT per year, will
permit an upgrade of the Acorn CCS project to transmit far greater
volumes of CO2 than can be currently delivered from St Fergus in-
dustrial sites. This approach thus incorporates cost-reduction for
build-out phases.
Clearly the examples illustrated in Fig. 4 are specific to the Acorn
CCS Project context. Nonetheless, ACT Acorn exemplifies the
importance of developer competence in identifying opportunities
to grow CO2 intake, and in identifying and including build-out
options in the initial project plan. Once operational, identification
of build-out options could significantly simplify CCS investment
decisions in adjacent regions.
7. Political support and situating CCS within a just transition
The fourth and final area of assessment is the messaging that
may facilitate CCS deployment. While many institutions have
assigned a key role to CCS in limiting global temperature rise (e.g.
BEIS, 2018), large-scale, non-EOR CCS faces several financial, po-
litical and social challenges (IEA, 2017; IPCC, 2018). The research
and development work for ACT Acorn hence placed explicit atten-
tion on understanding the political context in potential deployment
locations, and understanding framings and messaging to attain
buy-in (ACT Acorn, 2018f).
The ACT Acorn CCS project assessed the extent to which CCS
may fit with a public interest framing, particularly that of a just
transition. A just transition is understood here as an imperative to
ensure that carbon-intensive locations, and the workers and com-
munities within them, are not left behind and are guided towards
alternative forms of economic activity as unsustainable or carbon
intensive practices are phased out nationally and globally (Baer,
2016; Evans and Phelan, 2016). Thus far, however, there has been
limited consideration of how CCS may integrate with a just tran-
sition framing.
The just transition approach requires a significant role for
stakeholder engagement. In this context, the focus lies on what
Shackley et al. (2007) refer to as ‘tier 2 stakeholders’ (those with a
role in climate and energy policy wider than the specific CCS
project under discussion) and ‘tier 3 stakeholders’ (the general
public). The reason for this is that stakeholders in these categories
are less likely to be formally engaged in project development, yet
can still have significant influence on whether or not the project
gains societal support through actions such as granting planning
permission or influencing public opinion. Therefore, it is important
to consider how stakeholders in these tiers may engage with CCS. It
is recognised that stakeholder and public opinion towards CCS is
informed by a much wider range of factors than merely risk or
safety concerns. For instance, trust in operators and decision-
makers (Terwel et al., 2012), inter-generational concerns (Gough
and Boucher, 2013) and fit with personal values and world views
(Mabon and Shackley, 2015) have all been identified as shaping
societal opinion. Scepticism has also been raised about the
perceived links between CCS and the perpetuation of a fossil fuel
economy (Stephens, 2014). Therefore, attaining buy-in for CCS from
stakeholders and citizens must go beyond communication of
techno-scientific risks and create a compelling case for howCCS can
be utilised to undertake climate change mitigation in the public
interest.
A key finding of ACT Acorn's work in this area is that if CCS is to
play a role within a just transition, there needs to be greater
engagement on CCS by local government (ACT Acorn, 2018g). Thus
far, CCS has been discussed very much as an issue of concern by
national government or international institutions; however, the
ACT Acorn work indicates that it is also the responsibility of local
government to set out a vision for the future, potentially including
CCS. The findings of these investigations revealed that, while the
just transition frame seemed to resonate in the Aberdeen area of
Scotland, this was much less the case in the Netherlands (Rotter-
dam area) and Norway (Stavanger area). The discussions also
showed that in order to develop an informed opinion on CCS,
stakeholders required more information on how CCS might fit with
the local context. Specific issues in this regard include: the extent to
which infrastructure associated with current regional activities
could be adapted or re-used for CCS, the extent to which skills
present within the current workforce would be transferable to CCS,
and who would be responsible for financing CCS deployment (ACT
Acorn, 2018g). These aspects suggest potential for greater integra-
tion with the infrastructure re-use and low-carbon build-out ac-
tions. The outcomes from ACT Acorn hence illustrate a need to
develop pathways and to engage local-level stakeholders on the
outcomes of research into infrastructure, skills and financing,
rather than just risk assessment, to allow stakeholders and
informed citizens to reach a view on the role of CCS in a just
transition. Lastly, it is worth reiterating that, for a set of technolo-
gies such as CCS which require a significant level of private-sector
involvement to deliver, it is imperative to respect the need to
develop a framework for CCS that positions it very much in the
public interest and makes clear its value in helping carbon-
intensive regions meet the climate challenge.
8. Discussion
Camara et al. (2013) note that as CCS technologies are still in
development, there is a need for ongoing research to assess CCS as a
‘clean’ technology. As a project at the advanced research and
development stage, learnings from the ACT Acorn project fill this
gap in three ways. First, ACT Acorn illustrates that utilisation of
existing infrastructure can provide a pathway to CCS deployment
for early-stage projects where costs may be high. Wennersten et al.
(2015) argue that the main obstacles to CCS deployment are eco-
nomic and social rather than technical, with Zhang and Huisingh
(2017) likewise identifying high cost as a barrier. ACT Acorn dem-
onstrates that in a region such as north-east Scotland with a history
of subsurface activity, development (and therefore learning op-
portunities for society) can be aided by reuse of pipelines, platforms
and wells. Second, ACT Acorn demonstrates the importance of a
development plan across the whole CCS chain. Extant research
suggests smaller-scale industrial applications such as steel and
cement works may benefit from CCS as much as power sector ap-
plications, but that sharing of infrastructure such as pipelines may
be needed to make this economically viable (Mandova et al., 2019).
Perhaps different to previous large-scale CCS proposals focused on
a single power sector or industrial application (e.g. Boundary Dam
in Canada), ACT Acorn has paid explicit attention to low-carbon
build-out options at the planning stage. The ACT Acorn approach
indicates that a gradual development and build-out process may
provide a more viable pathway to CCS deployment than aiming for
a single large project. Third and final, a lack of stakeholder support
for CCS has been identified across previous work (Chaudhry et al.,
2013). What ACT Acorn adds in this regard is the importance of
engagement of policy-makers at the regional level, who citizens
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and stakeholders may look to (as opposed to the national govern-
ment) for understanding of the role of CCS in a low-carbon
transition.
9. Conclusions
Investments into dedicated CO2 storage projects globally have
been limited so far, mainly because they have lacked a viable rev-
enuemodel, with high upfront costs and uncertain future revenues.
We have here assessed Acorn as a CCS project that has the potential
to overcome these hindrances by focussing on seven key elements
identified during the development of the project described in this
paper (infrastructure re-use, storage development plan, low-
carbon build-out options, full-chain development plan, policy-
support, just transition and public engagement, knowledge ex-
change). The successful development of these elements will make
the project more likely as well as more sustainable, and hence will
make it more attractive for investors.
The key learnings points that emerged from the ACT Acorn
experience, which may be transferable to other projects globally
aimed at initiating CCS activity, are:
 Based on nearly 50 years of geological and petroleum engi-
neering work by the oil and gas industry in the North Sea region,
the permanent sequestration of CO2 in the subsurface has been
shown to be technically feasible and geologically safe in the
Acorn project. CCS developments in other contexts may hence
be assisted if there is technical expertise and knowledge of
subsurface characteristics gleaned from previous hydrocarbon
activity in the same region;
 Preserving existing or “to-be-decommissioned" offshore infra-
structure, particularly pipelines, can offer the lowest cost op-
portunity for a CCS project by significantly lowering the initial
capital expenditure. In Acorn, the three existing pipelines pro-
vide specific potential re-use options in the CO2 value chain. As
above, there may hence be value in targeting wider CCS
deployment towards more mature oil and gas-producing re-
gions, where discussions over the future of infrastructure are
ongoing andwhere theremay bemore immediate interest in re-
appropriating infrastructure as opposed to decommissioning;
 Acorn indicates the value of an incremental approach to full-
chain development planning, planning for gradual develop-
ment rather than commencing with maximum-scale infra-
structure. A catalyst phase allows a fast and low-risk
implementation of a small-to medium-scale full chain CCS
project. This phase will act as a seed for the subsequent build-
out by adding further sources of CO2, which represent the
fully commercial side of the model. The existence of build-out
options provides the incentive to invest in the initial phase of
the project. Later phases can be delivered at lower unit costs as
the CO2 throughput volume increases. To achieve this, however,
requires significant vision and competence on the part of the
project developer to be able to identify linkages to other CO2
sources and projects e including to industries such as hydrogen
which have thus far not been considered in-depth in main-
stream CCS discussions.
 Nonetheless, the ACT Acorn experience also illustrates that CCS
requires governmental policy support to deal with: the current
lack of a market, infrastructure requirements, and ownership
and liability issues. State-owned and state-backed organisations
can act as vessels for financial support and can organise infra-
structure and liability as well as increase the trust of civil society.
A strong role for the state (or for local and regional government)
in CCS may also help to overcome concerns among
environmental groups about the role for fossil fuel industry
operators in a low-carbon transition;
 Stakeholders that are unlikely to be formally engaged in the
project can still have significant influence on the societal sup-
port of the project through actions such as granting planning
permission or influencing public opinion. ACT Acorn illustrates
that those responsible for CCS deploymente especially local and
regional government who may be viewed as leading on a local
low-carbon transition - must create a compelling case for how
CCS can undertake climate change mitigation in the public in-
terest. This is particularly significant in carbon-intensive re-
gions, where CCS could be framed as facilitating a just transition
for workers in high-emitting industries.
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